Relaxation Model for Control of Flexible Structures by Høgsberg, Jan Becker & Krenk, Steen
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners 
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 
• Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 
• You may not further distribute the material or use it for any profit-making activity or commercial gain 
• You may freely distribute the URL identifying the publication in the public portal  
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
   
 
Downloaded from orbit.dtu.dk on: Dec 19, 2017
Relaxation Model for Control of Flexible Structures
Høgsberg, Jan Becker; Krenk, Steen
Publication date:
2011
Link back to DTU Orbit
Citation (APA):
Høgsberg, J. B., & Krenk, S. (2011). Relaxation Model for Control of Flexible Structures. Abstract from 8th
International Conference on Structural Dynamics, Leuven, Belgium.
Relaxation Model for Control of Flexible Structures
Jan Høgsberg, Steen Krenk
Department of Mechanical Engineering, Technical University of Denmark, DK 2800 Kgs. Lyngby, Denmark
email: jhg@mek.dtu.dk, sk@mek.dtu.dk
I. RELAXATION MODEL
Damping of flexible structures by active control depends
strongly on the type and design of the applied control
methodology, where in particular collocated strategies have
been widely implemented due to robustness and simplicity [1].
k0
∆k
f
τ∆k
Fig. 1. Relaxation model.
The damping introduced by the structural control should
target the dominant vibration mode(s) in the low-frequency
range, without exciting higher modes. This suggests a control
equation in the form of a low-pass filter. In mechanics
of materials the so-called relaxation models are used to
describe the relation between stress (force) and strain (motion)
amplitudes over a wide frequency range [2, 3]. Figure 1 shows
the simple relaxation model with two springs placed in parallel
through a viscous dashpot. For very slow motion only the
bottom spring is activated, determining k0 as the low-frequency
or fully relaxed stiffness. For very fast motion the dashpot acts
as a rigid link, whereby the high-frequency stiffness becomes
the sum of the two springs: k∞ = k0 +∆k. Thus, the full model
can be written as
iωτ( f − k∞x) + ( f − k0x) = 0 (1)
where the time scale ωτ determines the transition between the
two limiting regimes. The frequency relation (1) can be written
as f = H(ω)x, and Fig. 2 shows the real and imaginary part
of the transfer function. Energy dissipation requires a positive
imaginary part and causality then implies ∆k > 0.
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Fig. 2. Real imaginary part of frequency transfer function.
In mechanical (passive) models the low-frequency stiffness
k0 is non-negative. However, the aim of the present paper is to
illustrate the relaxation model for control of flexible structures,
whereby active forces may realize negative device stiffness, i.e.
k0 < 0, as long as the stability of the system is secured.
II. STRUCTURAL CONTROL
Consider a control force f acting on a flexible structure. The
equation of motion can be written in the standard form
Mu¨ + Cu˙ + Ku = −w f + F (2)
where the connectivity vector w represents the location of the
control force on the structure. The control force is determined
by the relaxation model in (1). When the change in stiffness ∆k
is introduced as gain factor the control equation can be written
as
τ ˙f + f = (k0 +∆k)τ x˙ + k0 x (3)
The low-frequency stiffness k0 can be negative, and the
corresponding stability limit can be determined as
kstab0 = −
(
wT K−1w
)
−1
(4)
which simply states that any negative stiffness of the control
should not exceed the inverse of the structural flexibility at the
actuator location. Figure 3 shows a root locus plot for mode
1 of a 10-storey shear frame structure where the control force
acts on the first floor. As seen in Fig. 3 improved damping
performance is obtained for decreasing values of the time scale
ωτ and negative values of k0.
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Fig. 3. Root locus plot for mode 1: ω01 τ = 0.01 (solid), 1.00
(dashed) and k0/kstab0 =−0.75, −0.50, 0.00, 0.50.
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